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OUR MISSION

OUR VISION

OUR PROFILE
Established in 1991, KHK Scaffolding & Formwork LLC has become a leading manufacturer and supplier of 
scaffolding, formwork, steel pipes and Tube products from GCC Region. Relying on top quality and best 
turnaround delivery time, it’s wide range of products and services command high praise and acclaim from 
the reputed customers around the world. 

KHK is the flagship company of UAE based Taurani Group of Industries, a prestigious business house, well 
recognized for its consistency and dependability as one of the most successful conglomerates in United 
Arab Emirates. 

The office-cum-factory premises at Ajman covers an area 75,000 sq/mt, charged by highly motivated and 
efficient team of 1200 employees and is equipped with most advanced and integrated technology and 
machines to manufacture wide range of scaffolding, formwork, steel pipes and tube products strictly 
conforming to customer’s designs requirements.

Carefully designed, high precision products of KHK are being exported for the last 25 years to more than 
50 countries mainly in GCC, Middle East, Europe, America, Asia, Africa and Australia. The professional 
and experienced sales force of KHK, besides supplying the world class products, also support the global 
customers with their valuable services and technical guidance which in turn assures the contractors to 
deliver the projects in utmost secure and economical manner, maximizing their value addition. KHK always 
believes in testing its limits to the maximum by exploring, experimenting and establishing innovative 
products carrying lateral and horizontal expansions to meet diverse and challenging demands.

‘KHK’ aspires to be the most trusted brand to all its worldwide customers and supply chain partners 
in Scaffolding and Formworks industry, embarking on excellence, relevance & value additions to all its 
offerings, with full Corporate and Social Responsibilities.

• Increasing the production capacity by 50% through process re-engineering by 2022.
• Augmentation in the sales turnover by 25% year over year.
• Continuous investment in human capital training, upskilling and automation.
• Make work life simpler, productive and customer friendly by implementation of SAP by June 2021
• Integration of processes by implementing SAP by 2021 and improve customer engagements through 

web portal by 2022
• Support go-green initiative of UAE along with digitalization of operations by 2022
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K-STAGE TECHNICAL DETAILS
K-STAGE STANDARD:

PERMISSIBLE LOADS ON BASE COMPONENTS 
Vertical axial load up to 57kN. The loadings will vary according to 
the horizontal loads taken into account and the actual extension of 
the jack required.

K-STAGE SUPPORT GUIDE 
For standards at the beginning and end of a row, the loading figures for 
the top and base lifts have to be reduced by 5%, except if jack bracing is 
used. This also applies to the use of K-STAGE in towers and single bays.
At least two lacing levels have to be used on each standard. When 
calculating horizontal forces, include wind forces, the effect of 
eccentricity, and out of plump (in accordance with British Standard 5975).
Take care that the structure is stable in the unloaded condition, 
especially if towers or narrow structures are used. All standards should 
be erected plumb. Horizontal forces should be distributed over all 
standards as evenly as possible. Sound footings should be provided 
to prevent settlement of the standards.

PERMISSIBLE LOADS ON STANDARDS
The table below show the permissible loads per standard for 
false work structures incorporating suitable bracing. The values 
apply regardless of the type of formwork supported. However, 
permissible loads can be influenced by a number of factors. If in 
doubt, reference should be made to the KHK Design Office.

NOTE: For practical purposes, divide load in kN by 10 to convert 
to tonnes or tons.

CODE SIZES Weight in kgs 
(Open End) CODE Weight in kgs with

(Round Spigot)
KS-001 9’9” 16.50 kg KS-007 17.25 kg
KS-002 8’1.5” 14.10 kg KS-008 14.85 kg
KS-003 6’6” 11.40 kg KS-009 12.15 kg
KS-004 4’10.5” 8.50 kg KS-010 9.25 kg
KS-005 3’3” 5.50 kg KS-011 6.25 kg
KS-006 1’7.5” 2.70 kg KS-012 3.65 kg

STANDARD LOAD (KN)

MAIN LIFT (m) VERTICAL LOAD (kN)

1.0 57.0
1.5 45.0
2.0 33.0

K-STAGE STANDARDS VARIOUS SIZES:

K-STAGE STANDARDS LOADING DATA:

NOTE: For additional load conditions, please check the appendix affixed.BA
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PLYWOOD

DROPHEAD

UNIVERSAL 
JACK

DECKING BEAM

INFILL BEAM

LEDGER

BASE JACK

STANDARD

K-STAGE TECHNICAL DETAILS
K-STAGE DECKING & PROPPING:

The K-Stage Decking system replaces 
the primary & secondary timbers in soffit 
support and provides a flat support grid 
for decking out with plywood or other 
suitable materials, labour costs are greatly 
reduced in conjunction with the speed of 
construction to provide an economical 
solution to decking problems. 
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K-STAGE TECHNICAL DETAILS
K-STAGE STANDARDS:

Made from standard scaffolding tube. 
They have ‘V’ pressing welded at 495mm 
4 way connections for ledgers.

K-STAGE LEDGERS:

They are welded with ‘C’ press and wedge, 
used for easy installation on the standards.

K-STAGE DECKING BEAMS:

Designed to support a variety of bay sizes with 
a maximum load on any  support leg of 40kN.
Available sizes: 8’0”, 6’0” and 4’0”

It connects open end standard with drophead and it is used for 
adjusting drophead height.

K-STAGE ADJUSTABLE 
SPIGOT JACK:
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K-STAGE INFILL BEAMS:

K-STAGE DROPHEAD:

Support the decking beam which are seated on the projected support plate.

Designed as secondary beams to support plywood 
at permissible spans. Safe working load: 40kN UDL

K-STAGE TECHNICAL DETAILS

It is the base of the scaffolding. It is used when the standards on 
even grounds.

K-STAGE SPIGOT:

K-STAGE BASE JACK:

Used to connect two standards.

It is the base of the scaffolding. It is used to level the standards on 
uneven grounds.

SQUARE SPIGOT ROUND SPIGOT
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K-STAGE PLAIN BASE PLATE:
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K-STAGE TECHNICAL DETAILS
K-STAGE CANTILEVER FRAMES:

To provide extra support at the edge of a construction, especially slab edge formwork, the cantilever 
frame can be attached directly to the vertical at the node points. To this frame can be fitted a universal 
jack to hold the various supports, forkheads and dropheads at a distance of 4’ (1.22m)

K-STAGE CANTILEVER BEAM FRAME: K-STAGE INT. BEAM BRACKET:

If drop beams are encountered within the support 
grid, the use of Cantilever beam brackets with 
jacks and F-heads accepting beams  spanning  
from one bracket to another can avoid the need 
for ground based support. To this frame can be 
fitted a universl jack to hold the various supports, 
forkheads at a 1.22m span.

If drop beams are encountered within the support 
grid, the use of beam brackets with jacks and 
F-heads accepting beams spanning from one 
bracket to another can avoid the need for ground 
based support. The beam brackets distribute the 
loads back into the other components that would 
normally be needed below the dropbeam.

CANTILEVER FRAME
SIZE ‘A’: 1.5M, 1.0M.

CANTILEVER BEAM FRAME
SIZE ‘A’: 1.5M, 1.0M.

INT. BEAM BRACKET
SIZE ‘A’: 1.5M, 1.0M.

CANTILEVER FRAME
SIZE ‘A’: 1.5M, 1.0M.

CANTILEVER BEAM FRAME
SIZE ‘A’: 1.5M, 1.0M.

INT. BEAM BRACKET
SIZE ‘A’: 1.5M, 1.0M.

CANTILEVER FRAME
SIZE ‘A’: 1.5M, 1.0M.

CANTILEVER BEAM FRAME
SIZE ‘A’: 1.5M, 1.0M.

INT. BEAM BRACKET
SIZE ‘A’: 1.5M, 1.0M.
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K-STAGE TECHNICAL DETAILS
K-STAGE ACCESS SUPPORT SYSTEM:

K-STAGE is a modular system scaffold with wedge fixing for all access scaffold requirements.
The wedge fixing of the ledgers and transoms gives a simple and fast means of erecting access 
scaffolding without loose parts.
Rigid 4 way fixing gives a positive location without movement.
Spigot and wedge fitting on the standard to give guaranteed vertical alignment.
Quality primed & painted or hot dipped galvanized finish for maintenance free use.
Conforms to BS1139 Part 5, HD 1000, OSHA, Australian, New Zealand Standards.

•
•

•
•
•
•

STEEL BOARD

TRANSOM

STANDARD

STAIR UNIT

BASE JACK

LEDGER
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K-STAGE TECHNICAL DETAILS
K-STAGE STANDARDS:

The standard is the vertical member of the scaffold with a round 
spigot at one end for accurate alignment.
A series of ‘V’ locating lugs are welded on the tube for the attachment 
of ledgers, transoms, and auxiliary components.
Open ended standards and loose spigots are also available.

K-STAGE LEDGER:

K-STAGE TRANSOM:

The ledger is used to connect the standard in a longitudinal direction.
It is made from scaffold tube with wedge ‘Banana Type’ fixing at 
each which fits in the ‘V’ locating lugs on the standard. The ledger 
is also used as a guardrail.

An inverted tee-section with the same fixing device on each end as the 
ledger. They are used to carry 3 or 5 numbers of steel or timber battens 
and toeboard.

DESCRIPTION WEIGHT (kg)

9’9” Standard 17.4
8’1.5” Standard 15.0
6’6” Standard 12.3
4’10.5” Standard 9.4
3’3” Standard 6.4
1’7.5” Standard 3.6

DESCRIPTION WEIGHT (kg)

8’0” Ledger 11.0
6’0” Ledger 8.3
4’2” Ledger 5.9
2’8” Ledger 3.9
2’6” Ledger 3.7

DESCRIPTION WEIGHT (kg)

4’2” Transom 9.6
2’8” Transom 5.9
2’6” Transom 5.5
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BOW STRING TRANSOM:

FLAT BAR TRANSOM:

LOADING BAY TRANSOM:

Bowstring Transom is designed to support steel and timber battens at 
both ends. Its allowable uniform working load 5.0 kN/sq.m. (509.84 kg/
sq.m) including 25.0 percent impact load.
Steel batten or timber batten  (63mm x 225mm specified in BS 2482) that 
is used as platform can be loaded with a total uniform distributed load of 
5.0 kN/sq.m. considering  a span of 1.83m (6’ 0”). 

Flatbar Transom 

Loading bay transome

DESCRIPTION WEIGHT (kg)

 6’0” Bowstring Transom 14.25
8’0” Bowstring Transom 19.00

DESCRIPTION WEIGHT (kg)

6’0” Flat Bar Transom 16.5
8’0” Flat Bar Transom 24.0

DESCRIPTION WEIGHT (kg)

8’0” Loading Bay Transom 30.0

K-STAGE TECHNICAL DETAILS
K-STAGE RETURN TRANSOM:

Fixed to the inner and outer standard and placed over the first ledger 
of an adjacent 90° bay. Seating on one side for 3 or 5 numbers of steel 
or timber battens giving the same level decking on both scaffold runs.

DESCRIPTION WEIGHT (kg)

4’2” Return Transom 13.4
2’8” Return Transom 8.8
2’6” Return Transom 8.4
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K-STAGE DIAGONAL BRACE:

K-STAGE COUPLER BRACE:

K-STAGE STAGE BRACKET:

The diagonal brace is used to the full height of the scaffolding in a 
longitudinal direction.

The coupler brace is used when necessary across the scaffold.

To extend the scaffold by cantilevering for an additonal 1, 2 
or 3 board platform.

DESCRIPTION WEIGHT (kg)

12’0” (8’ x 8’1½” Bay) 13.4
9’0” (6’ x 6’6” Bay) 10.6
6’0” (4’2” x 4’10½” Bay) 8.0
8’0” (8’ x 6’6” Bay) 11.9

DESCRIPTION WEIGHT (kg)

8’ x 6’6” Bay 12.1
6’ x 6’6” Bay 10.7

DESCRIPTION WEIGHT (kg)

1 Board Stage Bracket 2.3
2 Board Stage Bracket 5.8
3 Board Stage Bracket 9.5

Other sizes are available on request.

Other sizes are available on request.

K-STAGE TECHNICAL DETAILS

K-STAGE HOP UP BRACKET:

To extend the scaffold by cantilevering for an additional 
1, 2 or 3 board platform.

DESCRIPTION WEIGHT (kg)

1 Board Hop Up Bracket 2.5
2 Board Hop Up Bracket 6.8
3 Board Hop Up Bracket 10.0
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K-STAGE TECHNICAL DETAILS
K-STAGE TOE BOARD BRACKET:

K-STAGE END TOE BOARD BRACKET:

K-STAGE TIE BAR:

STEEL BATTEN:

Fits into the ‘V’ locating lugs on the standard at the end of a 
platform to hold the end batten toe board vertically in place.

For connecting the access brackets along the length of the 
platform. This ensures correct spacing so that the battens are 
not dislodged.

The steel platform batten spans between the transoms giving 
a non-slip level surface.

Clamps to the stadard with a captive wedge to hold the 
batten toe board vertically in place.

DESCRIPTION WEIGHT (kg)

Toe Board Bracket 0.78

DESCRIPTION WEIGHT (kg)

End Toe Board Bracket 1.18

DESCRIPTION WEIGHT (kg)

8’0” Tie Bar 7.0
6’0” Tie Bar 5.2
4’2” Tie Bar 3.5

DESCRIPTION WEIGHT (kg)

8’0” Steel Batten 14.8
6’0” Steel Batten 12.8
4’2” Steel Batten 10.9
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K-STAGE TECHNICAL DETAILS
K-STAGE BATTEN CLAMP:

To secure battens in high wind conditions.

DESCRIPTION WEIGHT (kg)

Batten Clamp 3.25

DESCRIPTION WEIGHT (kg)

2’ x 2’ Corner Filler 16.5
3’ x 3’ Corner Filler 24.0

DESCRIPTION WEIGHT (kg)

12’0” Bridging Ledger 25.0
16’0” Bridging Ledger 32.0

DESCRIPTION WEIGHT (kg)

24’0” Bridging Ledger 50.0

K-STAGE INTERNAL CORNER FILLER:

K-STAGE BRIDGING LEDGER 12’0” & 16’0”:

K-STAGE BRIDGING LEDGER 24’0”:

For use with two and three board stage bracket, to 
fill the gap at internal corners.

Made from standard tube to span between two 8’ 
bays to give clear access or to avoid obstructions.

Made from standard tube to span between 
three 8’ bays to give clear access or to avoid 
obstructions.
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K-STAGE TECHNICAL DETAILS
K-STAGE LADDER:

Three different sizes of ladder are available 
which can be connected to obtain any length.

DESCRIPTION WEIGHT (kg)

3.0m Ladder 24.0
1.5m Ladder 12.6
1.0m Ladder 8.9

DESCRIPTION WEIGHT (kg)

4’2” Ladder Access Transom 9.8
6’0” Ladder Access Transom 14.4
8’0” Ladder Access Transom 19.2

DESCRIPTION WEIGHT (kg)

Stair Case (8’ x 6’6”) 33
Outer Hand Rail 14
Inner Hand Rail 11

K-STAGE LADDER ACCESS TRANSOM:

K-STAGE STAIR ACCESS:

Used to secure the ladder to the system.
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NOTES



TAURANI HOLDINGS LTD is a multinational conglomerate headquartered in Dubai, United Arab 
Emirates. It operates in four continents with more than 10,000 employees worldwide THL was founded 
in 1976 as a group of manufacturing, trading and servicing companies catering to a vast multitude of 
sectors across various markets.

With annual turn over of US$200 Million, the group has eventually ventured into every trade arena 
through well-defined business strategies. An able leadership and a highly dedicated work force across 
the group are the key elements that engineer its evolution.

As a global business conglomerate, the group’s ability to understand, innovate and operate in a 
multicultural world ensures its long-term sustainability and, specifically, impacts its ability to meet the 
group’s underlined growth trajectory.

GROUP PROFILE

GROUP ASSOCIATES
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Tel: +971-6-7439013, Fax: +971-6-7439017 • Email: khkscaf@emirates.net.ae

KHK - Scaffolding & Formwork LLC 
is at the cutting-edge of technology 
in scaffolding & formwork system 
solutions over more than 30 years. 

Quality, reliability and timely delivery 
are our founding principles.

To explore more products and solutions, 
you may order individual catalogues on;

& FORMWORK LTD. L.L.C

Distribution Centres: 

 Unit 16, Kingsmill Business Park, Chapel Mill Lane, 
Kingston upon Thames, KT1 3GZ, UK

Tel: +44-208 974 6923, Fax: +44-208 549 6850

 653 State Route 52, Walden, 
NY 12586 USA

Tel: +1-845 778 4545, Fax: +1-845 778 4218

T/A KHK Scaffoldings Australia
2 Stacey Street, Bankstown NSW 2200

Tel: +61-297 938 001, Fax: +61-297 932 382

WINSTON SCAFFOLDING PTY LTD.BRISKO SCAFFOLDING LIMITED

PRIME METAL CORP. USA ALLOY GLOBAL INC

This document cannot be copied, reproduced or reprinted, either fully or in part, unless prior written 
permission of authorized official of KHK / THL. Failure/violations will be subject to legal actions.
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K-LOCK SLAB FORMWORK

K-LOCK ACCESS

K-STAGE SLAB & ACCESS

FRAMES/TUBES/PROPS

WALL FORMWORK

EN PROPS

2425 Matheson Blvd East, 8th Floor
Mississauga, ON L4W 5K4, Canada

Tel: +1-905 361 6400


